Playground Safety & Routine Maintenance Checklist
At the BEGINNING of each play season go thru this checklist.  You can also go on our website and see installation and maintenance instructions at www.jensenswing.com
BEGINNING of Play Season:



Tighten all hardware



Lubricate all metallic moving parts per manufactures instructions.



Check all protective coverings on nuts, bolts, pipes, edges and corners.



Replace of they are loose, rusty, cracked or missing.



Check all moving parts including swing seats, ropes, cables, chains, shackles, 

          

Check S-hooks, swing hangers for wear, rust or cracking.  Replace as needed. 



Make sure there are no exposed footings, anchoring devices, rocks, roots, holes or                               

any other obstacles in or around playground equipment.  This will reduce serious injuries.
TWICE a month during play season:



Tighten all hardware



Check all protective coverings on nuts, bolts, pipes, edges and corners.



Replace of they are loose, rusty, cracked or missing.



Make sure there are no exposed footings, anchoring devices, rocks, roots, holes or                               

any other obstacles in or around playground equipment.  This will reduce serious injuries.

ONCE a month during play season:



Lubricate all metallic moving parts per manufactures instructions.



Check all moving parts including swing seats, ropes, cables, chains, shackles, 

          

Check S-hooks, swing hangers for wear, rust or cracking.  Replace as needed. 

END of play season:



Make sure there are no exposed footings, anchoring devices, rocks, roots, holes or                               

any other obstacles in or around playground equipment.  This will reduce serious injuries.

Keep our children safe from unnecessary harm
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